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@ ASPHALT CONCRETE PER DETAIL TR-5.03, TR-5.04 OR TR-5.05.

THE MIX TEMPERATURE SHALL BE 325 DEGREE MAXIMUM AT THE TIME OF PLANT DISCHARGE.
THE TIME OF PLACEMENT, THE MIX TEMPERATURE SHALL BE 250 DEGREE MINIMUM.

2]

MEETING THE REQUIREMENTS OF SECTION 4-04 OF THE WSDOT STANDARD SPECIFICATIONS.

(LOCAL STREETS ONLY) BASE COURSE SHALL CONSIST OF CRUSHED AGGREGATE BASE COURSE,

AT

COMPACTION SHALL BE TO 95% MAXIMUM DENSITY AS DESCRIBED IN SECTION 2-03 OF THE WSDOT
STANDARD SPECIFICATIONS. EACH LIFT SHALL NOT EXCEED 0.5'. AN EQUIVALENT DEPTH OF ASPHALT

TREATED BASE (ATB) MAY BE SUBSTITUTED. ATB LIFTS SHALL NOT EXCEED 0.35'.

(COLLECTORS AND ARTERIALS ONLY) BACKFILL SHALL CONSIST OF CONTROL DENSITY FILL (CDF), A

MIXTURE OF PORTLAND CEMENT, FLY ASH, AGGREGATES, WATER AND ADMIXTURES PROPORTIONED TO
PROVIDE A NON—SEGREGATING, SELF—CONSOLIDATING, FREE—FLOWING MATERIAL WHICH WILL RESULT

IN A HARDENED, DENSE, NON~SETTLING FILL PRODUCING UNCONFINED COMPRESSIVE 28 DAY
STRENGTHS FROM 50 PSI TO A MAXIMUM OF 150 PSL

a)

b)

USE FOR REVIEW AND APPROVAL. ALTERNATIVELY THE CONTRACTOR MAY PROVIDE THE

SUPPLIER AND MIX NUMBER IF THE CDF MIX HAS BEEN APPROVED WITHIN THE PREVIOUS

12 MONTHS.

c)
IN THE MIX, BATCH TIME, AND THE TOTAL AMOUNT OF THE BATCH.

d)

. THE CDF MIXTURE SHALL BE FLOWABLE NON-SEGREGATING AND SELF LEVELING.
° CAN BE PAVED ON WITHIN 48 HOURS UNLESS OTHERWISE APPROVED.

. TYPE F FLYASH: 200 LBS MINIMUM,

. TYPE | OR It CEMENT: 50 LBS MINIMUM.

. SETTLING SHALL BE LESS THAN 1/8" PER FOOT DEPTH.

. SHALL BE MACHINE DIGABLE UNLESS NOTED OTHERWISE.

THE CONTROLLED DENSITY FILL (CDF) MIX DESIGN SHALL BE FROM AN APPROVED SOURCE.
THE CONTRACTOR SHALL SUBMIT THE MIX DESIGN ONE WEEK MINIMUM PRIOR TO INTENDED

THE CONTRACTOR WILL PROVIDE BATCH WEICHTS SHOWING THE AMOUNTS OF ALL INGREDIENTS

CONTROL DENSITY FILL SHALL BE PERFORMANCE BASED AND MEET THE FOLLOWING CRITERIA:

. FINE AGGREGATE (LESS THAN 3/8") SHALL BE USED UNLESS OTHERWISE APPROVED.

. CONCRETE UNIT WEIGHT SHALL BE 100 PCF MINIMUM.
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@B CONTINUED

e) CDF SHALL NOT BE PLACED ON FROZEN GROUND. CDF PATCHING, MIXING AND PLACING MAY BE
STARTED IF WEATHER CONDITIONS ARE FAVORABLE, WHEN THE TEMPERATURE IS AT 34-DEGREES F
AND RISING. EACH FILLING STAGE SHALL BE AS CONTINUOUS AN OPERATION AS POSSIBLE.

f) AT THE TIME OF PLACEMENT, CDF MUST HAVE A TEMPERATURE OF AT LEAST
40—-DEGREES F. EACH FILLING STAGE SHALL BE AS CONTINUOUS AN OPERATION AS
POSSIBLE.

g) TRENCH SECTIONS TO BE FILLED WITH CDF SHALL BE CONTAINED AT EITHER END OF THE TRENCH
SECTION BY BULKHEADS OR EARTH FILL.

h) DURING CDF CURE TIME CONTRACTOR SHALL INSTALL STEEL STREET PLATES OR OTHER PROTECTIVE
DEVICES WHICH WILL ALLOW FOR THE PASSAGE AND SAFETY OF TRAFFIC WITH NO LOAD
TRANSFERRED TO THE CDF.

i) CONTRACTOR SHALL ALLOW FOR A MINIMUM 48 HOUR CURE TIME FOR CDF PRIOR TO PLACING
ASPHALT.

i)  30-INCH DEPTH OF CDF MAY BE REDUCED IF CONFLICTING WITH PIPE ZONE BACKFILL.

@ TRENCH ZONE — GRANULAR BACKFILL AS APPROVED BY LOCAL AGENCY OR WSDOT SPECIFICATIONS FOR
GRANULAR BACKFILL. COMPACTED TO 95% OF MAXIMUM DENSITY IN THE TRENCH ZONE USING METHOD

C COMPACTION AS PER SECTION 2-03.3 (14). CDF MAY BE USED IN LIEU OF GRANULAR BACKFILL.
ALTERNATIVE BACKFILL MAY BE APPROVED BY CITY ENGINEER BASED ON A GEOTECH REPORT.

TRENCH ZONE WIDTH —— SEE BELOW.

TRENCH ZONE WIDTH
PIPE 8 IN. OR MORE = PIPE 0.D. +2 FT.
PIPE 6 IN. OR LESS = PIPE 0.D. +1 FT.
OR AS DIRECTED BY THE ENGINEER

@ PIPE BEDDING AND PIPE ZONE BACKFILL MATERIALS SHALL BE PER WSDOT 7—09.3(9) FOR WATER
AND WSDOT 9—03.12(3) FOR SANITARY AND STORM SEWER.

() SAWCUTTING WILL BE REQUIRED AROUND THE PERIMETER OF ALL EXCAVATIONS TO PROVIDE CLEAN,
STRAIGHT, VERTICAL SIDES. THE CUT LINE SHALL BE ONE CONTINUOUS STRAIGHT LINE FROM THE
OUTER EXCAVATION LIMITS OF MANHOLE, VALVE BOX, ETC. TO MANHOLE, VALVE BOX, ETC.

(®) THE EDGES OF ALL EXISTING ASPHALT SURFACES SHALL BE CLEANED AND A TACK COAT SHALL BE
APPLIED PER SECTION 5-04 OF THE STANDARD SPECIFICATIONS.

(?) ALL JOINTS SHALL BE SEALED USING HEATED PAVING ASPHALT AR4000W, AND SANDED WITH DRY
SAND.
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